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Date : 02-04-2024

Qty Qty Description

A 2 H 2 M8 Plastic Nut Covers

B 2 I 1 Grill Guard Assembly

C 2

D 2

E 2

F 2

G 2

Description

Precautions during fitment:

M10 Plastic Nut covers

M10 Flat Washers

M10 Spring Washers

M8 x 50 set screws

M8 Flat Washers

M8 Spring Washers

Socket and Spanner sets

9mm and 13mm drill bits

Drilling machine

Screwdrivers

M10 x 50 Set Screws

Kit content:

60 

Minutes

Product New Toyota Landcruiser 70 Series Grill Guard

Part no. 90032T

DIAGRAM

Additional equipment/Material needed for fitment :

Marker

Careful not to damage or scratch bumper when removing . 

ACCESSORY FITMENT 
INSTRUCTION
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Step #

3 Remove Plate and drill 13mm Holes in the Positions 

marked in step 2 , then replace plate as shown in Fig 3.

4 Place the Grill Guard over the top plate and ensure all 

Holes line up and bolts fit

Description/Method

Remove bumper and grill as shown in Fig 1.1

2 Mark the Plate from the Bottom as shown in Fig 2. Do 

this on Both sides. Passenger and Driver

Visual / Graphic Illustration

Fitment Instruction:
Landcruiser 70 Series Grill 

Fig 1 Fig 2

Fig 3

Mark inside Nut position. 
(Passenger side shown above)

Drill 13mm Hole
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Step #Visual / Graphic Illustration Description/Method

5
Place Bumper back in position and using a thin 

screwdriver or scriber , mark the 4 positions shown in 

Fig 4 to the inside of the bumper . NOTE: You need to 

access these from the bottom(inside) of the Bumper.

6 Now drill through the Bumper at the marked positions , 

use 13mm drill bits.

7 Now Replace the Bumper back on Vehicle.

8 Then Fit the Grill Guard to the top of the Bumper.

Fitment Instruction:
Landcruiser 70 Series Grill 

Fig 4

Mounting Points to be marked in Step 4.

Marked Position of Mounting Nuts

Fig 5



Final step
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Make sure bar is centralised and tighten all fasteners to specified torque. M8= 

22Nm , M10= 42Nm , M6= 9Nm.


