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Qty Qty Description

A 2 L 4 M10 HEX NUTS 

B 2 M 4 M10 PLASTIC CAPS

C 4 N 

D 2 O

E 2 P

F 16 Q

G 4 R

H 10

I 4

J 2

K 2

Qty Qty

M10 / SPRING WASHERS

M10 x 90 SETS

Kit content:

60 

Minutes

Product
LDV T60 Nudge Bar Stainless (Fits T60 PRO, T60 PRO 

MAX & T60 MAX LUXE Models)  

Part no. 110030

DIAGRAM

Read all  instructions carefully before installation

RATCHET & SOCKET SET

M10 X 25 SETS 

Description

Precautions during fitment:

Do not cause any damage to the vehicle. Apply masking Tape to the front bumper prevent any 

scratches. Requries 2 people to fit. Ensure that you are wearing the appropriate PPE during Fitment.

Directions for use:

M8 CAPS

M10 x 80 SETS

M10 x 30 SETS

M8 x 40 SETS

M8 x 25 x 2 F/WASHERS

M8 / SPRING WASHERS

MASKING TAPE

HACK SAW

M8 x 25 SETS

M10 x 30 x 2 F/WASHERS

ACCESSORY FITMENT 
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1

Remove bumper, dust cover and Slam track 

before you begin fitment.                                                           

NB : The dust cover will need to be trimed before 

it is put back. Look at Pg 6 - for instructions. 

Fitment Instruction:
LDV Nudge bar

Remove slam track to 
begin fitment ( do not 
discard fastners )

Fig 1

Fig 2
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3
Loosley mount the bottom bracket(B) shown in Fig 4 

using the spacers and fastners provided. 

2
Loosley mount the top bracket(A) shown in Fig 3 

then re-attach the slam track and sandwich the 

bracket between using the original fastners. 

Fitment Instruction:
LDV Nudge bar

Fig 3

Fig 4

A

Spacer + M10 x 90 sets 

B
Spacer + M8 x 40 sets 
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Loosely mount the Side support bracket( C ) to 

the chassis and the bottom bracket(B) shown in 

Fig 6.

5 Repeat steps 2 to 4 on the Drivers side. 

4

Fitment Instruction:
LDV Nudge bar

FRONT

Fig 5

Fig 6

C

M10 x 80 sets 

M10 x 30 sets 

M10 x 30 sets 
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7
Mount the bar loosley to the 4 protruding 

brackets. 

6
Place the bumper back and and take note of 

where the brackets protrude from. Mount the 

Bolt on tab brackets(D) as show in Fig 9.  

Fitment Instruction:
LDV Nudge bar

Fig 8

Fig 7

Fig 9

Top Spec

Mid Spec

D

M10 x 30 sets 

M8 x 30 sets 
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8
Trim the dust cover as shown in Fig 10 and 11. 

Then have it refitted. 

Fitment Instruction:
LDV Nudge bar

REAR

Fig 11

Fig 10
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Make sure bar is centralised and tighten all fasteners to specified torque. M8= 

22Nm , M10= 42Nm , M6= 9Nm.


