
Models :DC
Page 1 of 5

Date : 19-08-2025

Qty Qty Description

A 12 H 2 Front mounting bracket (P&D)

B 8 I 2 Rear mounting bracket(P&D)

C 14 J 2 Rear slide support bracket(P&D)

D 8 K 2 Drop-in bin linner Front bracket (P&D)

E 32 L 2 Rubber stopper

F 4

G 4

Qty Qty

Precautions during fitment:

Do not damage the vehicle. Two people must place the slide into postion.

Directions for use:

M8 X 20 X 1.6MM FLAT WASHER

M8 x 25 sets screws

M8 Nylok Nuts

M8 spring washer

M8 x 1.6 x 25 Flat washer

M8 x 20 Button Heads

M8 x 20 sets screws

Kit content:

60 

Minutes

Product
Artav Cargo Slide Tray Ford Ranger Next Gen Double 

Cab

Part no.
ART-CARGOST-RA

DIAGRAM

Read fitting instructions fully. NB: It is advisable to apply a lubricant(EG. Q20) to the latch after the 

fitment and every so often to keep it running smooth. See page 4. 

Additional equipment/Material needed for fitment :

Fitters tool box

Description

ACCESSORY 

H

K

J

I

L
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Step #

Locate the Front Passenger side tie down. Loosley 

sandwich bracket H as shown in Figure 1 using the M8 

x 25mm sets. Then using the rubber stopper you can 

mount bracket H(or K, if fitting drop in bin liner) to the 

back of the rail as shown in Fig 1 and 2. Repeat on the 

drivers side.

1

2

NB: If you are fitting a vehicle with a drop in bin liner 

then use bracket K instead of bracket H. Sandwich the 

bracket between the tie down and the bin liner in the 

same manner as bracket H.                                                                                                             

See Fig 4. 

Description/MethodVisual / Graphic Illustration

Fitment Instruction:
Cargo Slide

H

B+D+

L+E+C

FIG 1

FIG 2

FIG 3

FIG 4

K
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Step #Visual / Graphic Illustration Description/Method

3
Using the M8 Button heads provided and Bracket J, 

loosely mount it to the side of the rail as shown in      

Fig 5. Repeat on the passenger side. 

Fitment Instruction:
Cargo Slide

J

FIG 5

FIG 7

FIG 6

F+G+G+C
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Step #Visual / Graphic Illustration Description/Method

1

Loosley mount bracket "I" as shown in Fig 8 and Fig 9. 

Sandwich bracket "I" between the tie down and the bin 

using the M8 x 25mm sets provided. Mount "I" to 

bracket J as shown in Fig 8 using the M8 x 20mm sets. 

Fitment Instruction:
Cargo Slide

I

FIG 8

B+D+

A+E+E+CJ

Spray some Q20 into 
the latch to keep it 
running smooth. It is 
advisable to do it from 
time to time for best 
results. 
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Make sure bar is centralised and tighten all fasteners to specified torque. M8= 

22Nm , M10= 42Nm , M6= 9Nm.


