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Qty Qty Description

A 2 E 15 M8 x 22 x 2mm Flat washers

B 1 F 10 M8 Spring washers

C 4 G 4 m8 hex Nuts

D 2 H 2 10mm Spacers

E 4 I 2 M8 T nut Plates

Additional Equipment/Material needed for fitment :

Description

Precautions during fitment:

Careful not to scratch parts when removing from packaging.

Directions for use:

Front Styling bar

M8 x 80 Set screws

M8 x 40 sets screws

m8 X 25 Set screws

Stanley Knife

Marker

Tools for Fitting

Bottom Mounting Brackets LH & RH

Kit content:

60 

Minutes

Product Toyota Rumion/Suzuki Ertiga Front styling

Part no. 90060T and BS-90060

DIAGRAM

ACCESSORY FITMENT 
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Step #Visual / Graphic Illustration Description/Method

Remove Bottom Plastic cover before fitting brackets1

2

Fit Brackets as shown in Fig 1 and 2. 

remove the Original M8 bolts and 

replace with the M8 x 80 (c) long 

supplied bolts.

Fitment Instruction:
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Step #Visual / Graphic Illustration Description/Method

3
Trim Plastic Covers as shown in Fig 3. Passenger 

side is a mirror of drivers side

4 Attach Styling bar to brackets using M8 Hardware

5
Make sure straight and centre then tighten all 

brackets

6 Replace cut plastic covers

Fitment Instruction:
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