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Qty Qty Description

A 4 H 20 M10 Plastic Caps 

B 12 I Main bottom brackets 

C 6 J Mid Chassis brackets 

D 30 K Top brackets 

E 20 L Mid extension brackets

F 10 M Spacer 

G 2 N T- nut 

Qty Qty

M10 x 25 x 2,5 Flat Washer

M10 Spring Washer

M10 Hex Nuts

M10 x 40 Sets 

Kit content:

60 

Minutes

Product Landcruiser 70 Series Bush Bar

Part no. BS-90034   TN : 648

DIAGRAM

Read instructions properly

Additional equipment/Material needed for fitment :

Fitters tool Box

Description

Precautions during fitment:

Do not scratch the car 

Directions for use:

M10 x 40 x 2,5 Flat washer

M10 x 30 Sets 

M10 x 50 Sets  (1.25 PITCH)

ACCESSORY FITMENT 
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Step #

Remove bumper then the remove the bolt shown in 

the bumper frame in Fig2. Put the back on and ensure 

that it is clipped correctly into postion. Then mark the 

position(Fig3) on that Bolt hole from the bottom as 

shown in Fig4.  

1

Description/MethodVisual / Graphic Illustration

Fitment Instruction:
Landcruiser BushBar

Fig 1

Fig 2 Fig 4

Fig 3

Passenger Side 
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Step #Visual / Graphic Illustration Description/Method

2

After marking the holes by placing the bumper back 

you can then double check it with the measurements 

in Fig6. Do not just use the measurement to mark the 

hole. Ensure that you place the bumper in postion for 

marking.  

Fitment Instruction:
Landcruiser BushBar

80mm
38mm

These are just for reference. 

Passenger Side 

Fig 6

Fig 5
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Step #Visual / Graphic Illustration Description/Method

3

You will need to remove the valance bar shown in Fig7. 

before you begin the fit of Bracket. Then sandwich the 

bracket with the valance bar as shown in figure 8 using 

the existing fastners. 

Fitment Instruction:
Landcruiser BushBar

Remove and then reinstall as shown below 

Fig 8

Fig 7

Sandwich the bracket 
with the valance bar. 

P
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Step #Visual / Graphic Illustration Description/Method

4
Note that washer difference mentioned in Fig 9 and Fig 

10. Repeat on Drivers side.

Fitment Instruction:
Landcruiser BushBar

M10 x 40 Sets and 
M10 x 40 x 2.5 flat 
washer on the 

Use the M10 x 25 x 2.5 
Flat Washer on the inside

Fig 9

Fig 10
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Step #Visual / Graphic Illustration Description/Method

5
Mount the mid bracket as shown in Fig 11, 12, and 13. 

Pay special attention to the notes on each image. It will 

guide you on which bolts need to be used. 

Fitment Instruction:
Landcruiser BushBar

2 Spacers Only Needed on 
Drivers Side

T-Nut

Existing bolt used on M10 x 50 Fine Thread bolts used on 

Fig 13Fig 12

Fig 11
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Step #Visual / Graphic Illustration Description/Method

6
Use the Fine Thread sets to attach the top bracket. 

Repeat on drivers side.  

Fitment Instruction:
Landcruiser BushBar

M10 x 50 Fine Thread bolts must be used to 

Fig 15

Fig 14
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Step #Visual / Graphic Illustration Description/Method

7
Loosley mount the bar to the 6 protruding brackets as 

shown in Fig 16

Fitment Instruction:
Landcruiser BushBar

Secure the bar using the M10 x 30 sets and 

Fig 16



Final step
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Make sure bar is centralised and tighten all fasteners to specified torque. M8= 

22Nm , M10= 42Nm , M6= 9Nm.


