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Qty Qty Description

H 1 R 12 M10 Flat Washer

I 2 S 8 M10 Spring Washer

J 1 T 2 M10 Nylock Nut

K 1 U 4 M8 x 25 Set Screw

L 1 V 4 M8 x 20 Set Screw

M 2 W 12 M8 x 20 Flat Washer 

N 6 X 4  M8 Spring Washer

O 6 Y 4 M8 Nylock Nut

P 6 Z 10 M10 Black Cap Cover

Q 10 Z.1 8 M8 Black Cap Cover

Qty Qty

1
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1 x PS & 1 x DS Upright Clamp

Kit content:

2hr 

Product
ARTAV JETOURE T2 GRILL GUARD 

Part no.
BS-180010

DIAGRAM

Read throught the fitting instructions fully before commencing the fitment.                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                              

Small Clamp

1 x PS & 1 x DS Box Bracket

1 x PS & 1 x DS Front Bracket

Grill Guard 

Description

Do not damage the vehicle. Two people must place the grill guard into postion.

Directions for use:

M6 Flat Washer 

M6 Spring Washer

Cross bracket 

Additional equipment/Material needed for fitment :

Fitters Tool Box

M10 X 25 Set Screw

M6 x 30 Set Screw

Precautions during fitment:

ACCESSORY 
FITMENT 

Fitment Instruction
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Description/Method

Locate the Front wheel arches. Following the locating of the 

front wheel arches remove the material underneath the arch 

till the halfway point, the material is mounted on by screws. 

Under the material there are screws holding the arch plastic 

on which need to be removed as well.                                                

SEE FIGURE 1 area A

1

2
Following step 1, remove the upper wheel arch plastic by 

pulling outwards away from the car "GENTLY" to ensure the 

mounting clips do not break. SEE FIGURE 2 area B

Visual / Graphic Illustration

Fitment Instruction
BUMPER REMOVAL

Fitment Instruction:

A

B

FIGURE 1 FIGURE 2
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Visual / Graphic Illustration
Description/Method

3
Following step 3, remove the small outer panel by pulling 

outwards away from the vehicle "GENTLY" to ensure that the 

mounting clips do not break. SEE FIGURE 3 area C.

4
Following step 4, remove the platic mount bracket that is 

underneath the outer panel. SEE FIGURE 4 area D.

Fitment Instruction:
BUMPER REMOVAL

Fitment Instruction:

C

D

FIGURE 3 FIGURE 4
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Visual / Graphic Illustration
Description/Method

5

Following step 4, remove the bolts that connect the bumper 

on the outer sides area E and pull outwards away from the 

vehicle "GENTLY" to ensure that the mounting clips do not 

break.   SEE FIGURE 5,6 & 7.

Fitment Instruction:
BUMPER REMOVAL

Fitment Instruction:

E

FIGURE 5 FIGURE 6

FIGURE 7
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Visual / Graphic Illustration
Description/Method

6
Following step 5, before the bumper can be fully removed 

you will have to locate three plugs that need to be unclipped 

before removing the bumper fully. SEE FIGURE 8,9 & 10.

Fitment Instruction:
BUMPER REMOVAL

Fitment Instruction:

FIGURE 10

FIGURE 8 FIGURE 9
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Visual / Graphic Illustration
Description/Method

7

Following step 6, you will need to open the bonnet to remove 

the grills top bolts, when the grill is fully unbolted you can 

pull outwards away from the vehicle "GENTLY" to ensure no 

damages occur. SEE FIGURE 11 area F.

8
Following step 7, before the grill can be fully removed you will 

have to locate one plug that needs to be unclipped before 

removing the grill fully. SEE FIGURE 12 area G.

Fitment Instruction:
BUMPER REMOVAL

Fitment Instruction:

FIGURE 11 FIGURE 12

F

G
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Visual / Graphic Illustration
Description/Method

9

Following step 8, proceed to attach the upright and clamp (H 

& I) to the slam track make sure to have the correct bracket 

for the side in question, be careful not to damage the 

radiator. (USE FASTENERS U + X + W). 

10
Following step 9, make sure to fit the plug into the bottom of 

bracket (I).  See figure 13

Fitment Instruction:
BRACKET INSTALL

Fitment Instruction:

H

I

H

I

FIGURE 13 FIGURE 14

FIGURE 15

U + X + W

U + X + W
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Visual / Graphic Illustration
Description/Method

11
Following step 10, make sure to fit the clamp approximately 

315mm off the centre line of the slam track to the inner side 

of the clamp as seen in figure 16 & 17.

12
Following step 11, make sure to mirror what has been done 

on the opposite side.  

Fitment Instruction:
BRACKET INSTALL

Fitment Instruction:

FIGURE 16 FIGURE 17
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Visual / Graphic Illustration
Description/Method

13
Following step 12, put the grill back on over the upright and 

clamp, the upright must go through the 4th grill slot, see 

figure 18. 

14
Following step 13, re-attach the bumper and the side panels 

that were removed in the beginning.

Fitment Instruction:
BRACKET INSTALL

Fitment Instruction:

FIGURE 18



Step #
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Visual / Graphic Illustration
Description/Method

15

Following step 14, once everything is re-attached and 

tightened proceed to remove the caps on the front of the 

bumper. The inner side of the bumper behind the caps will 

look like figure 19.

16

Following step 15, proceed to insert the main mount box 

bracket (J) and fasten it through the clearance holes in the 

front of the box "mirror onto the opposing side", the end 

product should look like figure 20.                                               

(USE FASTENERS N + P + O).

Fitment Instruction:
BRACKET INSTALL

Fitment Instruction:

FIGURE 19 FIGURE 20

J

N + P + O
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Visual / Graphic Illustration
Description/Method

17

Following step 16, mount the front bracket (K) onto the front 

of the box bracket then mirror onto the opposing side. See 

figure 22.                                                                                        

(USE FASTENERS Q + S + R ON THE FRONT TO MOUNT 

BRACKET K TO INNER BOX)

Fitment Instruction:
BRACKET INSTALL

Fitment Instruction:

FIGURE 21 FIGURE 22

K

Q + S + R

Q + R + R + T

Q + S + R



Step #Visual / Graphic Illustration
Description/Method

18

Following step 17, mount the grill guard (L) to the brackets 

built in step 17. Make sure to use the slots on all of the 

brackets to line up the grill guard correctly. See figure 23.                                                                                                                                                                                  

(USE FASTENERS Q + S + R ON THE BACK TWO HOLES & Q + R 

+ R + T ON THE FRONT ONE HOLE) Refer to previous figure 22.

19

Following step 18, proceed to attach the clamp upright 

brackets to the uprights of the grill guard using the cross 

brackets (M) make sure to mirror it onto the opposing side as 

well. See figure 24.                                                                          

(USE FASTENERS V + W + W + Y)

20

Final step is to make sure that the bar is centralised, make 

sure that all the fasteners are tightened to the specified 

torque. M8= 22Nm , M10= 42Nm , M6= 9Nm. Then proceed 

to put the M10 & 8 black caps over the bolt heads.

Fitment Instruction:
BAR INSTALL

FIGURE 23

FIGURE 24

L

M
V + W + W + Y


