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Description

Precautions during fitment:

Do not cause any damage to the vehicle. Apply masking Tape to the front bumper prevent any 

scratches. Ensure that you are wearing the appropriate PPE during Fitment.

Directions for use:

M10 x Hex Nut

M10 x 40 x 2.5 Flat Washer 

M10 x 25 x 2 Flat Washer 

MASKING TAPE

M10 Spring Washer

M10 Plastic Caps

M10 x 30mm Set Screw

60 

Minutes

Product
Toyota Landcruiser (Prado) 250 Series Front Styling Bar 

Black Stainless

Part no. (BS-90037) (Tracking No.:652  )

DIAGRAM

Read all  instructions carefully before installation

RATCHET & SOCKET SET

ACCESSORY FITMENT 
INSTRUCTION
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Step #

Read all  instructions carefully before installation

1

Remove tow eye

Visual / Graphic Illustration Description/Method

Fitment Instruction:
Prado Front Styling bar

Passenger Side

Fig. 1
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Step #Visual / Graphic Illustration Description/Method

2
On the side of the chassis you can use the T-bolts 

and Velmoid, insert the T-bolts as shown on the 

left.  

1

Remove tow eye

3
Place the passenger side bracket as shown and loosley 

fasten it using the M10 fastners. 

Fitment Instruction:
Prado Front Styling bar

Fig. 2
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Step #
Visual / Graphic Illustration

Description/Method

4
Loosley sandwich the passenger side bracket in 

between the tow eye as shown on the left using 

the original fastners.

5
Loosley secure the front styling bar to the two 

protruding brackets as shown below. 

FRONT

Fig. 4

Fitment Instruction:
Prado Front Styling bar




